For your safety, please read the following before using.

* Do not use corrosive or flammable gas or liquid with this product.
* Please use within the rating pressure range. Do not apply pressure beyond the rated pressure, which can cause malfunction.
* Do not drop, hit or allow excessive shock. Even if switch box appears undamaged, internal components may be broken and can cause malfunction.
* Turn the pressure before connecting wiring. Wrong wiring or short circuit will cause malfunction.

Panel adapter

1.01972

Measure mode

1 psi

◎

0.100000

0.034530

Setting steps for the function active.

Please refer the item "     " in detailed.

Setting Condition 5 : OUT 1 mode setting:
OUT 1 mode setting:
1.01972

Setting Condition 6 : OUT 2 mode setting:
OUT 2 mode setting:
1.01972

Setting Condition 3 : OUT 1 mode setting:
OUT 1 mode setting:
1.01972

Setting Condition 4 : OUT 2 mode setting:
OUT 2 mode setting:
1.01972

Setting Condition 1 : OUT 1 mode setting:
OUT 1 mode setting:
1.01972

Setting Condition 2 : OUT 1 mode setting:
OUT 1 mode setting:
1.01972

Note

POWER-SAVE MODE

During Power Save mode, the main display is turned OFF so no buttons is effective.

Press any button to turn on display temporarily.

No button operation for 30 minutes.

L. ANALOG OUTPUT DESCRIPTION

Analog output range 1-5V, proportional to the pressure range.

M. ZERO POINT ADJUSTMENT

Press any button to return to normal display temporarily.

N. PEAK/BOTTM HOLD FUNCTION

Press any button to return to normal display temporarily.

Press any button to return to normal display temporarily.